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Description

The Becker Instrumentation Post provides a simple solution
to mount instrumentation for natural gas pipeline
applications. The slotted Instrumentation Plates allow any
configuration of instrumentation to be easily installed.

Benefits

No welded Instrumentation Brackets

One post — unlimited configurations

Slotted Instrumentation Plates

Lifting points “built-in” to assembly

All fabrication material 316SS construction
All Brackets and Instrumentation Plate 316SS
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Standard
Configurations

Select a standard Gas Supply Post (GSP)
configuration from the table to the right.

Gas Supply Post (GSP-1) Gas Supply Post (GSP-2)

* Heater: Bruest 1800 °
« (1) Filter/Dryer .
* Regulators

e Relief Valves

Heater: Bruest 1800
(2) Filter/Dryers

* Regulators
* Relief Valves

- = Regulator Material Relief Valve Regulator f Relief | Heater
Manufacturer Valve Set Point Voltage

G5P1-B-B-110-12 G5P-1 Brass/Aluminum Becker 100/ 110 12 vDC
G5P1-B-B-110-120 G5P-1 Brass/aluminum Becker 100/ 110 120 VAC
G5P1-B-B-140-12 G5P-1 Brass/aluminum Becker 125/ 140 12vDC
G5P1-B-B-140-120 G5P-1 Brass/aluminum Becker 125/ 140 120 VAC
G5P1-B-B-1530-12 G5P-1 Brass/aluminum Becker 125/ 150 12vDC
G5P1-B-B-150-120 G5P-1 Brass/aluminum Becker 125/ 150 120 VAC
G5P1-5-B-110-12 G5P-1 Stainless Steel Becker 100/ 110 12VDC
G5P1-5-B-110-120 G5P-1 Stainless Steel Becker 100/ 110 120 vAC
G5P1-5-B-140-12 G5P-1 Stainless Steel Becker 125/ 140 12vDC
G5P1-5-B-140-120 G5P-1 Stainless Steel Becker 125/ 140 120 vAC
G5P1-5-B-150-12 G5P-1 Stainless Steel Becker 125/ 150 12vDC
G5P1-5-B-150-120 G5P-1 Stainless Steel Becker 125 /150 120 vAC
G5P1-5-C-110-12 G5P-1 Stainless Steel Consolidated 100/ 110 12vDC
G5P1-5-C-110-120 G5P-1 Stainless Steel Consolidated 100/ 110 120 vAC
G5P1-5-C-140-12 G5P-1 Stainless Steel Consolidated 125 /140 12vDC
G5P1-5-C-140-120 G5P-1 Stainless Steel Consolidated 125 /140 120 vAC
G5P2-B-B-110-12 G5P-2 Brass/aluminum Becker 100/ 110 12vDC
G5P2-B-B-110-120 G5P-2 Brass/aluminum Becker 100/ 110 120 VAC
G5P2-B-B-140-12 G5P-2 Brass/aluminum Becker 125/ 140 12vDC
G5P2-B-B-140-120 G5P-2 Brass/aluminum Becker 125/ 140 120 VAC
G5P2-B-B-150-12 G5P-2 Brass/Aluminum Becker 125/ 150 12vDC
G5P2-B-B-150-120 G5P-2 Brass/Aluminum Becker 125/ 150 120 VAC
G5P2-5-B-110-12 G5P-2 Stainless Steel Becker 100/ 110 12vDC
G5P2-5-B-110-120 G5P-2 Stainless Steel Becker 100/ 110 120 vAC
G5P2-5-B-140-12 G5P-2 Stainless Steel Becker 125 /140 12vDC
G5P2-5-B-140-120 G5P-2 Stainless Steel Becker 125 /140 120 vAC
G5P2-5-B-150-12 G5P-2 Stainless Steel Becker 125 /150 12vDC
G5P2-5-B-150-120 G5P-2 Stainless Steel Becker 125 /150 120 vAC
G5P2-5-C-110-12 G5P-2 Stainless Steel Consolidated 100/ 110 12vDC
G5P2-5-C-110-120 G5P-2 Stainless Steel Conscolidated 100/ 110 120 vVAC
G5P2-5-C-140-12 G5P-2 Stainless Steel Consolidated 125/ 140 12vVDC
G5P2-5-C-140-120 G5P-2 Stainless Steel Consolidated 125/ 140 120 vAC
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Unlimited Configurations

The Instrumentation Post can be used to mount numerous configurations of instrumentation.

Please consult Baker Hughes for assistance with your application.

Customer Specific

PID

MCV
Filter/Dryer
Regulators
Relief Valves
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Customer Specific

Pilot

DNGP
Solenoids

MCV

Signal Selector
Filter/Dryer
Regulators
Relief Valves
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3D Models Available

3D models are available upon request for
every Instrumentation Post.
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Gas Supply Post (GSP-1) F
*Sample*

MNOTES: E

1. REFER TO SALES ORDER FOR SPECIFICATION SHEET.

2. DRAWING I5 FOR REFERENCE ONLY.

3. 3D ASSEMBLY MODEL AVAILABLE UPON REQUEST.
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TO BE DETERMIMED AT ASSEMEBLY.
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F .. Tt Gas Supply Post (GSP-1)

ﬁ j ' *Sample*
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3. 3D ASSEMELY MODEL AVAILABLE UPON REGUEST.
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5. ALLOW 18" CLEARANCE ARCUND POST FOR INSTRUMENTATION TUBING.
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Gds Supply Post (GSP-2)
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Photos

Units Ready to Ship from Jacksonville Factory
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